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Vi-Pro® WIPES   
 

Product description: 
Vi-Pro® WIPES are used to remove partially cured and uncured sealants including, 
silicone, polyurethane, and polysulphide from hands, tools and surfaces. They will also 
remove wet paint, putty, glue, mastic and resins. 
Vi-Pro® WIPES are a non-woven towelette impregnated with a mild water-based 
cleaning solution. The soft absorbent surface lifts and removes "sticky stuff" leaving 
the surface clean. Vi-Pro® WIPES are big enough to tackle the worst cleaning jobs 
including the removal of general grime, grease and oil as well as the uncured sealant, 
paint, glue and resin. 

 
Typical properties: 

Appearance:    Wipes 
Color:     White 
Odour:      Sunsplash 
 

Recommended application conditions: 
Use Vi-Pro® WIPES to remove excess or surplus sealant and adhesive before it cures. 
This early removal cuts down the time needed for post installation cleaning. Prompt 
removal from hands and equipment is good practice and avoids the transfer of sealant 
to surfaces making cleaning quicker and easier. 
Use Vi-Pro® WIPES when painting. They quickly remove wet paint form surfaces and 
hands. Ideal for use when using resin fillers, glue and glass fibre resins. Keeps hands 
and surfaces clean. 
Vi-Pro® WIPES do not dissolve "sticky stuff" such as sealant, paint or glue. They work 
by picking it up from the surface. This means it is not spread or smeared, so clean 
surfaces and clean hands are readily achieved. 

 
Cautionary Notes: 

Keep dispenser closed to prevent wipes drying out. 
Dispose of wipes with non-toxic waste. 
  

Packaging: 
Vi-Pro® WIPES are non-hazardous for shipment by air, sea or road. They 
are available in the following container size: 
Tub of 100 wipes or Tub of 300 wipes  
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Safety precautions: 

Risk & Safety:   Not classified as hazardous under current legislation 
Hazard Symbols:   Not applicable. 
Inhalation:   Not applicable 
Eyes:    Irrigate with water for at least 15 minutes 

 
Customer notice: 

The information supplied is accurate to the best of our knowledge and is based on 
reliable tests and practical experiences. Properties quoted are intended, as a guide and 
do not therefore constitutes a specification. Customer/user should thoroughly test any 
application to be sure that product corresponds to the required performances. The 
sole warranty is that the product will meet the sales specifications in effect at the time 
of shipment. Exclusive remedy for breach of such warranty is limited to refund of 
purchase price or replacement of any product shown to be other than as warranted. 
The Seller shall not be liable for any incidental or consequential damages. 

 
More information available at: +48 22 122 85 49 or reach@vi-pro.eu  


